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                The Basics of Grounding Systems By Jack Woodham, P.E., Jedson
   Engineering, Inc.
   Should I install an ungrounded, solid, or high-resistance grounding
   system? That is the question asked by many designers and installers.
   The answer to this question depends on many factors. To make the
   correct decision, you must completely understand the pros and cons of
   each type of system. But first, you must also understand the different
   types of faults that can occur on your system and in what frequency
   they may appear.
   Faults and Failures. Faults can damage equipment and facilities, drive
   up costs due to lost production time, and lead to employee injuries,
   and even fatalities. The four types of faults are:
     * 
       Line-to-ground faults, which represent about 98% of all failures.
     * 
       Phase-to-phase faults, which account for about 1.5% of all
       failures.
     * 
       3-phase faults, which make up less than 0.5% of all faults and are
       often caused by human error. Failure to remove a grounding
       breaker, leaving ground clusters on systems, and lifting a truck
       bed into an open wire system can cause this type of fault.
     * 
       Arcing faults are intermittent failures between phases or
       phase-to-ground. They're discontinuous currents that alternately
       strike, extinguish, and strike again.
   Now that we've addressed the different types of faults that can appear
   on an electrical system, it's time to provide an overview on the three
   main types of grounding systems you may encounter in the field.
   Grounding systems.
   1. Ungrounded. Electrical power systems that are operated with no
   intentional connection to earth ground are described as ungrounded.
   Although these systems were installed in the '40s and '50s, many are
   still in use today. The main advantage of this type of grounding
   system is that it offers a low value of current flow and reliability
   during a fault. Unfortunately, this type of system also offers some
   big disadvantages. One major disadvantage to an ungrounded system is
   in the difficulty in locating a line-to-ground fault. Finding the
   fault is a time consuming process. For that reason, it's often done on
   the weekends so a company doesn't have to shut down its normal
   production processes. In addition, the fault must be located and
   repaired quickly because if a second fault occurs, the fault acts like
   a phase-to-phase fault extending the repair process.
   Advantages
     * 
       Offers a low value of current flow for line-to-line ground fault
       (5A or less).
     * 
       Presents no flash hazard to personnel for accidental
       line-to-ground fault.
     * 
       Assures continued operation of processes on the first occurrence
       of a line-to-ground fault.
     * 
       Low probability of line-to-ground arcing fault escalating to
       phase-to-phase or 3-phase fault.
   Disadvantages
     * 
       Difficult to locate line-to-ground fault.
     * 
       Doesn't control transient overvoltages.
     * 
       Cost of system maintenance is higher due to labor involved in
       locating ground faults.
     * 
       A second ground fault on another phase will result in a
       phase-to-phase short circuit.
   2. Solidly grounded. This type of grounding system is most commonly
   used in industrial and commercial power systems, where grounding
   conductors are connected to earth ground with no intentional added
   impedance in the circuit. A main secondary circuit breaker is a vital
   component required in this system, although it has no bearing in other
   grounding systems. This component is large in size because it has to
   carry the full load current of the transformer. Back-up generators are
   frequently used in this type of grounding system in case a fault shuts
   down a production process. When this happens, the generators become
   solidly grounded. However, it's important to note that the generators
   aren't designed for the larger short circuit current associated with
   solidly grounded systems.
   A solidly grounded system has high values of current ranging between
   10kA and 20kA. This current flows through grounding wires, building
   steel, conduit, and water pipes, which can cause major damage to
   equipment and shut down production processes. When a line-to-ground
   fault occurs, arcing can create flashes–generally in the terminating
   box. In this enclosed area, water is turned to steam, causing the
   terminating box. To locate the fault, all you need to do is follow the
   smoke.
   Advantages
     * 
       Good control of transient overvoltage from neutral to ground.
     * 
       Allows user to easily locate faults.
     * 
       Can supply line-neutral loads.
   Disadvantages
     * 
       Poses severe arc flash hazards.
     * 
       Requires the purchase and installation of an expensive main
       breaker.
     * 
       Unplanned interruption of production process.
     * 
       Potential for severe equipment damage during a fault.
     * 
       High values of fault current.
     * 
       Likely escalation of single-phase fault to 3-phase fault.
     * 
       Creates problems on the primary system.
   3. High-resistance grounding. High-resistance grounding (HRG) systems
   are commonly used in plants and mills where continued operation of
   processes is paramount in the event of a fault. High-resistance
   grounding is normally accomplished by connecting the high side of a
   single-phase distribution transformer between the system neutral and
   ground, and connecting a resistor across the low-voltage secondary to
   provide the desired lower value of high side ground current. With an
   HRG system, service is maintained even during a ground fault
   condition. If a fault does occur, alarm indications and lights help
   the user quickly locate and correct the problem or allow for an
   orderly shutdown of the process. An HRG system limits ground fault
   current to between 1A and 10A.
   Advantages
     * 
       Limits the ground fault current to a low level.
     * 
       Reduces electric shock hazards.
     * 
       Controls transient overvoltages.
     * 
       Reduces the mechanical stresses in circuits and equipment.
     * 
       Maintains continuity of service.
     * 
       Reduces the line voltage drop caused by the occurrence and
       clearing of a ground fault.
   Disadvantages
     * 
       High frequencies can appear as nuisance alarms.
     * 
       Ground fault may be left on system for an extended period of time.
   Grounding of an electrical system is a decision many of us face on a
   daily basis. As we've seen, several methods exist to accomplish this
   task, each offering its own advantages and disadvantages. As an
   electrical designer or installation professional its up to you to make
   the final decision as to when best to install the most appropriate
   system.


               


			  
			  
            

          

		  
		 
		  
		  
		  

		    
		  
			  	NA PODLAGI 296 ČLENA ZAKONA O GOSPODARSKIH DRUŽBAH UPRAVA
	ALLA SCOPERTA DEL DUOMO DI FIDENZA CON YOSHIE KOJIMA
	PLAN ZJAZDÓW STUDIÓW PODYPLOMOWYCH Z NEUROLOGOPEDII SEMESTR ZIMOWY SALA
	WWWRECURSOSDIDACTICOSORG QUERIDOS AMIGOS INCURSIONAMOS A UN CURSO IMPORTANTE Y
	EL CAMINO POLICE DEPARTMENT DIVISION COUNCIL MEETING APRIL 16
	OTHER DROUGHTRELATED LINKS (HTTPDROUGHTUNLEDULINKSHTM) CLIMATE AND WEATHER HTTPWWWDROUGHTNOAAGOV NOAA’S
	WNIOSEK O DOPUSZCZENIE DO UDZIAŁU WOD ZAŁĄCZNIK NR 1
	CREA SISTEMA NACIONAL DE INFORMACIÓN Y REGISTRO ÚNICO DE
	JAK ZŁOŻYĆ WNIOSEK O ZWOLNIENIE Z OBOWIĄZKU OPŁACANIA SKŁADEK
	PAKIET NR 4 ZAŁĄCZNIK NR 44 DO SIWZ I
	ACTIVITEITENVERSLAG NETWERK GGZ REGIO NOORDWESTVLAANDEREN 2015 1 ADMINISTRATIEVE GEGEVENS
	Fundación Sierra Elvira 5º Concurso de Cuentos “joaquín Lamolda
	ỦY BAN NHÂN DÂN HUYỆN NGHI XUÂN TỈNH HÀ
	THE THIRD SUNDAY OF EASTER  APRIL 11TH AND
	FUNDACIÓN SEMINARIO DE INVESTIGACIÓN PARA LA PAZ CENTRO PIGNATELLI
	THE EARLY YEARS TEAM EARLY YEARS UPDATE WEDNESDAY 16TH
	PAUL CLARKE  ‘AN EXPERIENTIAL APPROACH TO THEORY FROM
	DOMOV A CENTRUM AKTIVITY PŘÍSPĚVKOVÁ ORGANIZACE LIBERECKÁ 451 463
	GRUPO DE TRABAJO LECTURA COMPRENSIVA EOE ARJONA LAS TRES
	EARLY LEVEL LEARNING JOURNEY PEOPLE OF MEDIEVAL SCOTLAND CURRICULUM
	MIEJSKI OŚRODEK POMOCY SPOŁECZNEJ W REDZIE SEKCJA ŚWIADCZEŃ RODZINNYCH
	STANKA INTIHAR KAZALNIKI SOCIALNE POVEZANOSTI 1997 2002 S KAZALNIKI
	Ðïà¡±áþÿ ¥ám Ø¿�bjbjââ &x80wx80weÿÿÿÿÿÿl0ààà8 0õllllllllx98x9ax9ax9ax9ax9ax9a Cx9alllllx9aöll¯öööljllx98ölx98ö¢öx98x98l  x8am·uç0°à¶x98x98å0õx98]¶]x98ö00ù Convenio de
	ZGODA PRACODAWCY NA ODBYWANIE SZKOLENIA SPECJALIZACYJNEGO WYRAŻAM ZGODĘ PANIPANU
	ACUERDO MGN 4 DGFP BORRADOR ACUERDO DE LA MESA
	PÕLLUMAJANDUSE JA MAAELU ARENGU NÕUKOGU PROTOKOLL TALLINN 6 JUUNI
	ASJUR (2015) OJ 01 RÉV ASJUR (2015) OJ 01
	DIRECTED LEARNING ACTIVITY MAKING SUBJECTS AND VERBS AGREE AUTHOR
	OPIS TECHNICZNY DO PROJEKTU WYKONAWCZEGO KONSTRUKCJI PRZEBUDOWY I ROZBUDOWY
	EDICIÓN Nº 52 DE 2004 BIOTECNOLOGÍA INDUSTRIAL ALIMENTARIA LA



			  

		  
			  	PRISTUPNICA APLICATION FORM INFORMACIJE O NATJECATELJU  INFORMATION ABOUT
	SAMODZIELNY PUBLICZNY ZAKŁAD OPIEKI ZDROWOTNEJ PIASTUN W PIASTOWIE UL
	IRUNGO UDALA – HIRITARRA ATENDITZEKO ZERBITZUA | AYUNTAMIENTO DE
	ALTHOUGH WE WHO LIVE IN THE NORTHERN PARTS OF
	ADDITIONAL GUIDANCE ON CASE CLOSURE IN RELATION TO SECTION
	KLASA 0320110011 URBROJ21700104710192 RIJEKA 1LISTOPADA 2010 UREDNICIMA MEDIJA SVIMA
	CAMPAÑA RENTA 2019 ¿Y TÚ QUÉ MARCAS? NO DEJES
	PROCEDURES FOR OBTAINING APPROVAL FOR A DOUBLE GRADUATE DEGREE
	POWERPLUSWATERMARKOBJECT3 I CN INTERNATIONAL NURSE PRACTITIONERADVANCED PRACTICE NURSING NETWORK
	MILJØMØDE MED DSF I VINGSTEDCENTRET DEN 171 2015 
	INTERNATIONAL SOCIAL SERVICE HONG KONG BRANCH MIGRANTS PROGRAMME 
	THOMAS MICHEL BILDUNGSPREIS BEWERBUNG MIT DEM THOMAS MICHEL BILDUNGSPREIS
	LABORATUAR ÇALIŞMASI 3 KONU VERI ARAÇGEREÇMALZEME BILGISAYAR ZAR MADENÎ
	ÁREA 3 CUADERNOS DE TEMAS GRUPALES E INSTITUCIONALES (ISSN
	DATASETT JORDSMONN  EGENSKAPER OG KODER  AVSETNING KLASSE
	INTROSITE DFS LUTTER CONTRE LA « DÉLINQUANCE FINANCIÈRE »
	EJERCICIOS DE RECIBO UNIFICADO 1 ENTRAR EN EL PORTAL
	CODIGO DE ETICA SECCION PRIMERA  NORMAS GENERALES ARTÍCULO
	7 EL DERECHO A LA ALIMENTACIÓN EN EL ECUADOR
	CERTIFICADO DE INSTALACIÓN CI BT Nº DE INSTALACIÓN BAJA



			  
        

		 
      

	  
    

          

    
    
      
     
      
      
      
      
        
          
            
              
                Todos los derechos reservados @ 2021 - FusionPDF

              
              
                
                 
                
                
                
                
                
                
              

            

          

        

      

      

    
      

    
    
      
    

    
          
    
    
    
    
    
    
    
    
    
    



  